
Elmich Wall SpacerVJ CP Retainer
Concealed Paver Wind Uplift Protection

The VJ CP Retainer system helps mitigate wind uplift 
to pavers mounted on VersiJack® pedestal supports in 
exposed installations such as roof decks and balconies.   

The system comprises a Base Plate that clips onto the top of  
VersiJack®, four Corner Plates that locate into the recesses 
of the Base Plate, and a Retaining Cross with a Fastening 
Screw that threads into the centre of the Base Plate. The 
Base Plate can be further secured onto VersiJack® with 
additional screws. The Corner Plates are held in position 
on the Base Plate by the Retaining Cross and the Fastening 
Screw.  

System components are manufactured from high-strength 
engineering plastics and supplied pre-assembled for simple 
installation.  

An adhesive suitable for robust bonding with polypropylene 
is applied to the Corner Plates while the Corner Plates are 
held in place by the Retaining Cross and Fastening Screw 
into the Base Plate. VersiJack® may be further bonded to 
the substrate for added security.  

Additionally, the Corner Plates are shaped to prevent the 
adhesive from coming into contact with the Base Plate or 
VersiJack®. This enables individual pavers to be removed 
from the system as required for maintenance or inspection 
of utility services.  

The discreet VJ CP Retainer system does not have exposed 
components that would affect surface trafficability. It is 
also versatile in accommodating various paver types and 
designs. 
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VJ CP Retainer increases resistance against wind uplift for paver installations in elevated 
and exposed areas such as roofs. 
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Note: The information provided in this brochure is based on current knowledge and experience and does not infer any legally binding assurance or warranty, expressed or implied. Intending purchasers should verify 

whether any changes to specifications or applications or otherwise have been made since the issue of this literature. Environmentally-friendly recycled materials are used in product manufacture wherever possible. Physical 

product properties including colour may differ due to source of raw materials used. Colour may also fade due to UV exposure.  All components of the product are designed for specific application, design calculations and 

any variation and/or deviation therefrom shall be the responsibility of the specifier and/or user.
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The VJ CP Retainer is designed to increase but under no circumstances guarantee absolute wind uplift resistance. The Specifier and/or user 
should take into consideration other variables of site conditions that may determine the effectiveness of the system.
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            Technical Specifications

VJ CP Retainer

Material

  - Base Plate & Corner Plates Engineered plastic

  - Fastening Screw SUS 304

Dimensions

  - Base Plate Ø 171 mm

  - Corner Plate r 124 mm

  - Fastening Screw M3.5

Wind uplift resistance > 2.10 kPa

Adhesive

Wind uplift resistance > 2.10 kPa

Density 1.44 g/cm3

Shore A hardness 42

Elongation at break 650%

Tensile strength 3.30 N/mm2

Tear strength 20 N/mm2


